NOTE:
‘ FINAL SEEDING AREAS ARE SHOWN BY STAGE LEGEND
- SEEDING CLASS 2A SHALL BE USED WITH == PERIMETER EROSION BARRIER
MULCH METHOD 2 ON'SIDE' SLOPES FLATTER
- SEEDING CLASS 3A SHALL BE USED WITH &l INLET AND PIPE PROTECTION
[ EROSION CONTROL BLANKET ON 1:3 (ViH)
‘ — OR STEEPER SLOPES. CLASS 2A SEEDING
4 - SEEDING, SPECIAL SHALL BE USED ON ’ (WITH MULCH METHOD 2)
‘fl,- TWO APPLICATIONS OF "PEWPORARY SEEDING
2 L REFERENCES TO PROPOSED WITH MULCH METHOD 2 IS ALSO QUANTIFIED <~ TEMPORARY DITCH CHECKS
ns a ] AND INCLUDED IN THE SEEDING SCHEDULE FOR
Q.O WATERWORKS ROAD SHALL BE ALL AREAS. @ CLASS 3A SEEDING
145 DELETED FROM THIS PROJECT. (WITH EROSION CONTROL BLANKET)
— SEE SPECIAL PROVISION o S
\-‘-g“ e “TEMPORARY ACCESS TO A R J/ Fo%%°%] SEEDING, SPECIAL
mg - - WATERWORKS ROAD” FOR N ARy, /
wl DETAILS ‘ SRS et . SEEDING, SPECIAL
zE ' Fy ’ (WITH EROSION CONTROL BLANKET)
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